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 Sustainable Street Lighting

GAZELA
Sustainable lighting pole with different height settings and lamps available.

It is composed of a shaft, lamp, photovoltaic panels, batteries, charge regulator and 
lighting control system. It has an autonomy of 2 to 3 days with a 10-hour daily use.

The dimensions of the panels, batteries and charge regulator are calculated 
according to the installation site, type of use and operating conditions (temperature 
and humidity).

It includes arm for light fixture and the option to define its size.

VL1080 GA CW

VL860 GA WW

VL860 GA CW

VL640 GA CW

VL640 GA CW

VL1080 GA WW

10m

8m

8m

6m

6m

10m

80 W

60 W

60 W

40 W

40 W

80 W

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

8000

4800

6000

3200

4000

6400

6000

3000

6000

3000

6000

3000

> 70%

30, 40, 50, 60 and 80W

24V DC

-20ºC + 60ºC

IP 65

35000 a 50000h

PICA-PAUGAZELASURICATAGIRAFAMAMUTE CANGURU

 CHIP

 CRI (Colour Rendering Index) 

 POWER 

 INPUT VOLTAGE

 OPERATING TEMPERATURE 

 PROTECTION LEVEL

 LIGHT LOSS

 LENS BEAM ANGLE

 MATERIAL

 DIMENSIONS  (mm)

 WEIGHT  (Kg)

 DURATION 

Upon request

Less than 1% for every 3000 hours 
of continuous operation

Upon request

Galvanized steel

Upon request

Upon request

REF. POWER COLOR TEMPERATURELUMINOUS FLUX (LF)COLORHEIGHT

MADE IN PORTUGAL
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 Sustainable Street Lighting

SURICATA
 Sustainable lighting pole with different height settings and lamps available.

It is composed of a shaft, lamp, photovoltaic panels, batteries, charge regulator and 
lighting control system. It has an autonomy of 2 to 3 days with a 10-hour daily use.

The dimensions of the panels, batteries and charge regulator are calculated according 
to the installation site, type of use and operating conditions (temperature and 
humidity).

It includes arm for light fixture and the option to define its size.

VL520 SU CW

VL430 SU CW

VL420 SU CW

VL320 SU CW

VL310 SU CW

VL530 SU CW

5m

4m

4m

3m

3m

5m

20 W

30 W

20 W

20 W

10 W

30 W

BR froid (CW)

BR froid (CW)

BR froid (CW)

BR froid (CW)

BR froid (CW)

BR froid (CW)

1500

2300

1500

1500

750

2300

6000

6000

6000

6000

6000

6000

> 70%

10 and 20W

12V DC

-20ºC + 60ºC

IP 65

35000 a 50000h

PICA-PAUGAZELASURICATAGIRAFAMAMUTE CANGURU

 CHIP

 CRI (Colour Rendering Index) 

 POWER 

 INPUT VOLTAGE

 OPERATING TEMPERATURE 

 PROTECTION LEVEL

 LIGHT LOSS

 LENS BEAM ANGLE

 MATERIAL

 DIMENSIONS  (mm)

 WEIGHT  (Kg)

 DURATION 

Upon request

Less than 1% for every 3000 hours 
of continuous operation

Upon request

Galvanized steel

Upon request

Upon request

REF. POWER COLOR TEMPERATURELUMINOUS FLUX (LF)COLORHEIGHT

MADE IN PORTUGAL
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 Sustainable Street Lighting

PICA-PAUGAZELASURICATAGIRAFAMAMUTE CANGURU

PICA-PAU
 Sustainable lighting pole with different height settings and lamps available.

It is composed of a shaft, lamp, photovoltaic panels, batteries, charge regulator and 
lighting control system. It has an autonomy of 2 to 3 days with a 10-hour daily use.

The dimensions of the panels, batteries and charge regulator are calculated 
according to the installation site, type of use and operating conditions (temperature 
and humidity).

It includes arm for light fixture and the option to define its size.

VL640 PP CW

VL540 PP WW

VL540 PP CW

VL430 PP WW

VL430 PP CW

VL640 PP WW

6m

5m

5m

4m

4m

6m

40 W

40 W

40 W

30 W

30 W

40 W

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

4000

3200

3200

2400

3200

3200

6000

3000

6000

3000

6000

3000

> 70%

30 and 40W

24V DC

-20ºC + 60ºC

IP 65

Available 
Galvanized steel

35000 a 50000h

 CHIP

 CRI (Colour Rendering Index) 

 POWER 

 INPUT VOLTAGE

 OPERATING TEMPERATURE 

 PROTECTION LEVEL

 LIGHT LOSS

 LENS BEAM ANGLE

 MATERIAL

 DIMENSIONS  (mm)

 WEIGHT  (Kg)

 DURATION 

Upon request

Less than 1% for every 3000 hours 
of continuous operation

Upon request

Pine spruce treated

Upon request

Upon request

REF. POWER COLOR TEMPERATURELUMINOUS FLUX (LF)COLORHEIGHT

MADE IN PORTUGAL
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 Sustainable Street Lighting

CANGURU
 Sustainable lighting pole with different height settings and lamps available.

It is composed of a shaft, lamp, photovoltaic panels, batteries, charge regulator and 
lighting control system. It has an autonomy of 2 to 3 days with a 10-hour daily use.

The dimensions of the panels, batteries and charge regulator are calculated 
according to the installation site, type of use and operating conditions (temperature 
and humidity).

It includes arm for light fixture and the option to define its size.

VL640 CA CW

VL540 CA WW

VL540 CA CW

VL430 CA WW

VL430 CA CW

VL640 CA WW

6m

5m

5m

4m

4m

6m

40 W

40 W

40 W

30 W

30 W

40 W

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

BR froid (CW)

BR chaud (WW)

4000

3200

3200

2400

3200

3200

6000

3000

6000

3000

6000

3000

> 70%

30 and 40W

24V DC

-20ºC + 60ºC

IP 65

120º

35000 a 50000h

PICA-PAUGAZELASURICATAGIRAFAMAMUTE CANGURU

 CHIP

 CRI (Colour Rendering Index) 

 POWER 

 INPUT VOLTAGE

 OPERATING TEMPERATURE 

 PROTECTION LEVEL

 LIGHT LOSS

 LENS BEAM ANGLE

 MATERIAL

 DIMENSIONS  (mm)

 WEIGHT  (Kg)

 DURATION 

Upon request

Less than 1% for every 3000 hours 
of continuous operation

Galvanized steel

Upon request

Upon request

REF. POWER COLOR TEMPERATURELUMINOUS FLUX (LF)COLORHEIGHT

MADE IN PORTUGAL
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Zona Industrial Mós Lote 6/7  
5300-692 Bragança - Portugal

T: +351 273 970 000

www.valled.pt

Valled_ Autonomous Street Lighting_EN.indd   16 18/02/2019   15:51


